Setup Guide for

mimio

For Windows 98SE/Me/2000/XP and Vista
& Mac OS X 10.3.9 or later

Use this to quickly setup and use your mimio wireless.







User Interface

power indicator —»

learn button* —»

<— link status
<— data transmission

Link Status Indicator “i"

Green: A wireless link is established between the unit and the PC.
Amber: There is no wireless link between the mimio Xi device and the
PC. Refer to the Troubleshooting Section.

Flashing green: Unit is is Learning Process™.

Data Transmission Indicator me=®

Slow flashing green: System is idle.

Fast flashing green: mimio stylus pen is in use.

Off: No data is being communicated between the mimio Xi device and
the PC. Refer to Troubleshooting Section.

* Refer to the Learning Section for more information.
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Learning Process

The Wireless Module and USB Adapter are programmed at the
factory and are packaged as a mated pair to work “out of the box”
without user intervention*. They are an exclusive pair of components
that will only communicate to one another. This allows for more than
one mimio Wireless to co-exist in the same environment without
causing confusion over which Wireless Module communicates to
which USB Adapter.

Since the Wireless Module and USB Adapter are designed to work
exclusively as a pair, you cannot casually interchange a wireless
module from one wireless system with a wireless USB Adapter from
another wireless system and expect it to work; mixed components
will not be able to communicate unless they have been programmed
as a pair. A Wireless Module can only be paired with one USB
Adapter at any given point in time; you cannot program one Wireless
Module to work with multiple USB Adapters and vice versa.

Mating the Wireless Module and USB Adapter:

If you own multiple mimio Wireless and mistakenly get the Wireless
Module and USB Adapter components mixed together, you can
manually re-program any pair of Wireless Module and USB Adapter
components to work exclusively together through a learning process.
The learning process is described in the steps listed below.

1. Power on the mimio Xi (with Wireless Module).
2. Plug the USB Adapter into an available USB port on your PC.
3. Press and hold the teach button on the USB Adapter for 5

seconds to initiate the learning process (the LED on the USB
Adapter should begin flashing green).

4, Press the recessed learn button on the Wireless Module with
the end of a paper clip to complete the learning process. A
A beep will sound when the learning process begins.

5. The Link Status LED will start flashing green while the
learning process is underway. Once the Wireless Module and
USB Adapter are mated, the Link Status LED will turn to a
solid green color to identify the 2 components have been
paired and that a wireless connection is established.

* 802.11x and/or Bluetooth is neither required nor supported.



Sanford Brands - mimio

150 CambridgePark Drive Toll-free in US: (877) my-mimio (696-4646)
Cambridge, MA 02140 Main telephone: (617) 902-2040

Fax: (617) 902-2041

E-mail: productinfo@mimio.com

Parker Pen Company - mimio

7 Berkshire Business Centre Telephone: +44 870 458 3344
Berkshire Drive Fax: +44 870 458 3355
Thatcham, Berkshire Support: +44 870 458 3366
RG19 4EW E-mail: eurosales@mimio.com
UK

© 2007 Sanford LP. All rights reserved. mimio is a registered trademark and mimio Xi
is a trademark of Sanford LP.

Windows is a registered trademark of Microsoft, Inc. All rights reserved.




